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SAMPLE 1

SAMPLE / MANUAL CONNECTIONS.

TUBE, 

1

4

" OD PFA.

SAMPLE MUST BE PRESSURE FREE AND HAVE A TEMPERATURE

BELOW 60C.

SAMPLE LINE LENGTH 2500mm / 98.42 in EXACTLY

RECOMMENDED HEIGHT BETWEEN 200mm AND 500mm / 3.94 - 19.70 in

BELOW THE BIOTECTOR

SAMPLE 2

200-500mm

[7.87 - 19.70 in]

MANUAL

PRESSURE FREE DRAIN

200mm

[7.87 in]

STREAM 1

SAMPLE INTO CHAMBER

SAMPLE INLET TUBE

SUPPLIED BY CUSTOMER

10-ADT-004

TUBE SIZE 3/8 "OD, 1/4" ID

FLOW: 0.7 - 1.7 liter per minute

SAMPLE OUTLET TUBE

SUPPLIED BY CUSTOMER

10-ADT-001

TUBE SIZE 1/2" OD 3/8" ID

KEEP THIS TUBE SHORT

SAMPLE CHAMBER VENT TUBE

SUPPLIED BY CUSTOMER

TUBE SIZE 1/4" OD

MANUAL SAMPLE CHAMBER DRAIN TUBE

SUPPLIED BY CUSTOMER

10-ADT-004

TUBE SIZE 3/8 "OD, 1/4" ID

MANUAL SAMPLE CHAMBER

DRAIN VALVE

* OPTIONAL
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UNIT: METRIC UNLESS SHOWN

OTHERWISE

200-500mm

[7.87 - 19.70 in]

200mm

[7.87 in]

*

STREAM 2

SAMPLE INTO CHAMBER

SAMPLE INLET TUBE

SUPPLIED BY CUSTOMER

10-ADT-004

TUBE SIZE 3/8 "OD, 1/4" ID

FLOW: 0.7 - 1.7 liter per minute

SAMPLE OUTLET TUBE

SUPPLIED BY CUSTOMER

10-ADT-001

TUBE SIZE 1/2" OD 3/8" ID

KEEP THIS TUBE SHORT

SAMPLE CHAMBER VENT TUBE

SUPPLIED BY CUSTOMER

10-SCA-007

TUBE SIZE 1/4" OD

MANUAL SAMPLE CHAMBER DRAIN TUBE

SUPPLIED BY CUSTOMER

10-ADT-004

TUBE SIZE 3/8 "OD, 1/4" ID

MANUAL SAMPLE CHAMBER

DRAIN VALVE

PRESSURE FREE DRAINPRESSURE FREE DRAIN

PRESSURE FREE DRAIN
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Imperial dimensions added MP
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